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Holter System
ES-30P
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Features

• Recording 3-channel;
• Operating time: up to 3 days;
• ECG Sampling rate: 256Hz/12bit;
• VLP Sample Rate: 1000Hz/12bit;
• Pacemake Sample Rate: 10000Hz/12bit;
• Check ECG quality on the graphic display; 
• Small size: 65.5×52×18mm;
• Storage medium: SD card;
• Light weight and energy-efficient.
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Model ES-30P ES-120P 
Safety classifica�on  Safety classifica�on IEC60601-1, internal power supply, Type B 
Recording Channel 3CH 3, 12CH 
Electrode 5/7 electrodes 5/10 electrodes 
Sampling Rate 256 Hz 256 Hz, 1024 Hz for VLP 
A/D Conversion 12 bit 
Input dynamic range ±320 mV DC, ±10 mV AC 
Input impedance ＞10 MΩ 
CMRR CMRR ≥80 dB 
Noise level Noise level ≤50μV p-v 
Sensi�vity threshold Sensi�vity threshold ≤50μV 

Pacemaker Double pacemaker mark channel and pacemaker channels are 
op�onal 

Gain 5, 10, 20mm/mV 
Frequency Response 0.05 – 55 Hz 0.05 – 250 Hz for VLP 
Ba�ery 1 AAA size alkaline 1.5 V/800mAh 
Opera�ng Dura�on  24 , 48, 72 hours 
Storage SD Card ( 8G ) 
Display  38(W)mm X 24(H)mm 
Dimensions 70.6 * 54 * 17.4mm 
Weight 42g (without ba�ery) 
Opera�on method Con�nuous opera�on 

Storage 
Temperature: -20 - +55℃ 

Humidity：10-80% (non-condensa�on) 
Air pressure: 50kPa- 106kPa 

Opera�on 
Temperature: 5- 45 ℃ 

Humidity：10-95% (non-condensa�on) 
Air pressure: 80kPa- 106kPa 

 

Specification


