
Ophthalmic E.quipment -Ophthalmic scanner 

ES-AB1000 Ultrasonic A/B Scanner
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Feature: 

With advan,ced j nten igent di gita I software a1nd parameters of

freezed and Stored imag1es ,couid be adjusted voiuntarily. 

S,can A measures data tor 1every part of the ey,ebai I as anterior 

chamber depth, lens thick1ness axial iength and so on which

are needed in ophthaimj,c surgeries , and ,calculates IOL by 

axial length . 

S,can B di splay.s profiie i1mages of the 1eyeba Il clea �Y and

d irectly. Scann ing anatomica I fonms and nidi inside the 

eyebal I, do,ctors ,can djagnos1e accurately for exa1mi1natio1n of

cataract , vitreous body disease, o,cuiar trau1ma,detachment

of retina or choroid , macula diseas1e , and i1ntraocula r tumor,

etc 

10MHz 

conta et 

Over Smma40mm 

S±0.05mm 

Length of optic axis , automatic calculation , 

resuh analysis auto , 

auto+preserva ble, manu al 

SRK-T, SRX 11, HOLLADAY, BINKHORSTwll, 

H OF FERaQ, HAI G I S 

20-ll0dB

0-30dB

l0MH.z 

�50mm

S0.2mm 

:s;0.3mm 

20-ll0dB

0-30dB

Eyecu p, g•el, aq ueous ca psu.le 

Area, i ength, ma rk a nd a nnotation 

100 ijmages available 

340m m *320mm * 115 m im

10kg 

100a240V 50/60Hz 
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