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 Dimensions:
 210 x 270 x 320 mm
 540 x 670 x 1300 mm (with trolley)
 Weight:
 Approximately 9 kg
 Approximately 20 kg (with trolley)
 Screen:
 Display size: 12.1" Color active matrix TFT touch
Display resolution:  1280 x 800 pixels
Brightness:  Adjustable
Displayed parameters: VTI, VTe, VTe spon, MV, 
MVe, Spont, RR band, RR spon, RR total, Tlnsp,
Texp, Ppeak, 
Pplat, Pmin, Pmean, PEEP, FiVlew, FiO2, 
Flowpeak insp, Flowpeak_exp, LeakageVolume, 
LeakageFlow, RSB1,P0.1, Rinsp, Rexp, Recxp, 
WOB, EtCO2 (Optional)

Patient type: Adult, Pediatric, Neonatal
Application : Invasive, Non-invasive
  
Ventilation Mode:
VCV: Volume Controlled Ventilation
 PCV: Pressure Controlled Ventilation
 PSV: Pressure Supported Ventilation
 V-SIMV: Volume Synchronized Intermittent 
                Mandatory Ventilation
 P-SIMV: Pressure Synchronized Intermittent 
                Mandatory Ventilation
 V-SIMV+PSV: Volume-SIMV+Pressure 
                           Supported Ventilation
 P-SIMV+PSV: Pressure-SIMV+Pressure 
                           Supported Ventilation
 A/C: Assist-Control Volume Ventilation
 A/C-P: Assist-Control Pressure Ventilation
 CPAP: Continuous Positive Airway 
              Pressure Ventilation
 BiPAP: Bi-level Positive Airway 
              Pressure Ventilation

 APNEV: Airway Pressure Release Ventilation
 APNEA: Apnea Ventilation
  SIG: Sign Ventilation
 MANUAL: Manual Ventilation
 STANDBY: Standby

Settings Parameters
 Tidal volume: Adult: 200 – 2000 mL 
                             (increments of 10 mL)
                             Pediatric: 250 – 350 mL 
                             (increments of 1 mL)
                             Neonatal: 2 – 60 mL (increments of 1 mL)
Rate: 1 – 150 bpm (increments of 1 bpm)
Fsimv: 1 – 150 bpm (increments of 1 bpm)
Tinsp: 0.15 – 14 s (increments of 1 s)
P-ramp: 0-2.00s ( increments of 0.5s)

Ventilation Settings

Thigh:  1 – 14 s (increments of 0.1 s)
Tlow:  1 – 14 s (increments of 0.1 s)
TiMax  0 – 14 s (increments of 0.1 s)

Vtrigger:  OFF, 0.5 – 30 L/min (increments of 0.5 L/min)

ETS:  Auto, 5 – 80% (increments of 5%)

Flow:  3 – 60 L/min
ApneaVt:  Adult: 2000 – 2000 mL (increments of 10 mL)
                   Pediatric: 50 – 350 mL (increments of 1 mL)
                   Neonatal: 2 – 60 mL (increments of 1 mL)
ApneaRate:  1 – 80 bpm (increments of 1 bpm)

ApneaTins:  0.15 – 14 s (increments of 0.1 s)

Sigh:
Sigh switch:  ON, OFF
Interval:  0 – 5 times (every 100 breath cycle)

Tube Compensation (Optional)
Tube type:  ET Tube, Trach Tube, Disable ATRC
Tube I.D.:  3.0 – 12.0 mm (increments of 0.5 mm)
TC level:  100%
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Monitored parameters

Airway pressure:  Ppeak, Pplat, Pmean, PEEP, 
                                  Pmin (Range: 0 – 100 cmH2O)
Tidal volume:  VTI, VTe, VTe spon (
                            Range: 0 – 2500 ml)
I\:E:  99:1 – 1:99
Respiratory rate:  RRband, RRspn, RRtotal 
                                  (Range: 0 – 200 bpm)
Minute volume:  MV, MVe (Range: 0 – 100 L/min)
Resistance:  Rinsp, Rexp (0.5 – 100 cmH2O/L/s)
Compliance:  Cstat, Cdyn (C > 300 ml/cmH2O)
Oxygen:  O2 �ow (16 – 100%)
O2 �ow: 2 – 80 L/min
RSBI:  0 – 999 bpm/L
Wob:  0.3 – 0.6 J/L
P0.1:  -10 s – cmH2O
PEEP:  0 – 100 cmH2O
RCexp, RCinsp:  0 – 10 s
Tve/lve:  0 – 50 ml/kg
Tins, Texp:  0 – 60 s
FlowingMax:  0 – 200 L/min
FlowexpMax:  0 – 200 L/min
Waveforms:  P – T, F – T, V – T, EtCO2 (Optional)
  (Comparison, freeze)
Loops:  P – V, F – V, P – F, Etc(O2) (Optional)
  (Zoom in/out, comparison, freeze)
Psupply O2:  250 – 650 kPa
EtCO2:  0 – 150 mmHg

Alarm settings
Minute volume:  Low: OFF, 0 – 25 L/min
Tidal volume:  Low: 0 – 50 L/min
                         High: 90 – 2400 ml
Frequency:  Low: 0 – 29 bpm
                      High: 250 – 2500 ml
FiO2:  Low: 18 – 90%
            High: 21 – 100%

Airway pressure:  Low: 50 – 100 cmH2O
                                High: 10 – 100 cmH2O
PEEP:  Low: 1 – 50 cmH2O
EtCO2:  Low: 0 – 95 mmHg
              High: 5 – 100 mmHg
Susc.Paw:  Low: 0 – 95 mmHg
                    High: 5 – 100 mmHg
Apnea:  OFF, 0 – 60 s (increments of 5 s)

Ventilator components

Trend
  Type: Graphic
  Length: 96 hours
  Content: Monitor Parameters

Event Log
Type:  Alarm, Operation
Max number:  3000

O2 Sensor
Type:  Galvanic fuel cell
Response time:  < 15 s

Communication interface
One Ethernet, One COM, One HDMI, Two USB

Gas supply
Gas type:  O2
Pipe connector:  NIST or DISS
Gas supply pressure:  280 – 600 kPa
Peak �ow in case of single supply 
gas(air) ≤ 210 L/min

Electrical Speci�cations

External AC power supply
Input voltage:  100 – 240 Vac
Input frequency:  50/60 Hz
Input current:  2.5 A Max

Internal batter
Number of batteries:  One
Battery type:  Built-in Lithium-ion Battery, 
                           10.8 Vdc, 6.7 Ah
Battery run time:  180 min (Powered by one 
                                      new fully-charged battery in 
                                      standard working condition)

Environmental speci�cations

Operating
  Temperature:  5° – 40°C
  Relative humidity:  ≤ 80% (non-condensing)
  Barometric:  86 – 106 kPa
Storage
Temperature:  -10° – 55°C
Relative humidity:  ≤ 93% (non-condensing)
Barometric:  86 – 106 kPa
Noise generation ≤ 45 dB
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