
ES-6610/A8
ELECTRICAL SURGICAL ASPIRATOR 
FOR THORACIC DRAINAGE SUCTION

Model ES-6610-A8 PLEURAL-THORACIC is a surgical aspirator suitable in thoracic surgery, 

In thoracic surgery, thoracic drainage is a device to remove any possible accumulation 
of biological material within the pleural space, allowing lung re-expansion and gas exchange

ELECTRICAL SURGICAL ASPIRATOR 
MEDIUM-VACUUM LOW-FLOW
GMDN: 36607
CND/EMDN: Z120105
RDM: 1979645
UDI-DI: 08053435660273
BASIC UDI-DI: 8053435666110A8PTM4
Method of use: 
CONTINUOUS OPERATION 
Expected service life: 10 years 
Spare parts availability:15 years 
Placed on the market:1998
AMAGNETIC ALUMINIUM wheeled frame 
painted with high corrosion resistance
compact and space-saving structure
EXTRAORDINARILY POWERFUL AND VERY SILENT
OIL-LESS SUCTION PUMP 
JEANNERET VALVE
composed of a transparent cylinder
in which there is a graduated draft tube
on the water level
BÜLAU DRAINAGE SYSTEM with three bottles, which 
allows you to control the power of suction applied
Precision suction power regulator
Vacuum gauge with large amplitude 
and visibility from 0 to –250 cm H2O
REUSABLE POLYCARBONATE jars and lids. 
Ready for use with jars of any type 
(at Customer's request)
EXCESSIVE OVER-FLOW

LIQUID STOP that blocks the passage of liquid and
small droplets preventing them from ending up 



®

 
                     srl, 

 
   

®

ANTI-CONTAMINATION
With antibacterial/viral �lter 
Operating noise less than 45 dB 

Code 
60750.1  Electrical cable 

with connector 
n. 1  

60973 Polycarbonate 
jar 3000 

n. 2  

60815 Polycarbonate 
lid with 
overflow valve 

n. 1 

60815.1 Polycarbonate 
lid with 
overflow valve 
and (BÜLAU 
system) long 
connector with 
2 
90°connections  

n. 1 

90020  Clamp holder n. 2 
90312 Plastic ring for 

liner jar 
n. 2  

66974  Antibacterial/vi
ral filter 11x11 
mm  

n. 1  

66609 “LIQUID STOP“ 
hydrophobic 
filter 

n. 1 

66233  Silicone tube 
7x13mm  

2 m  

60430 Jeanneret 
thoracic valve 

n. 1 

OPTIONAL ACCESSORIES 
Jars and disposable bags 
 
Dimensions: (h x w x l): H 1010, W 400, L 320 mm (40.4x15.7x12.8 

inches) 
Supply voltage with LW280-5L pump: 230 VAC; 50 Hz; 12 VA  
Method of use: CONTINUOUS 
Flow rate (before filter): > 4 liters/min (± 5 %)  
Standard jar capacity: 3000 ml 
Weight (without jar): 12,5 kg / 27,5 lbs approx. 
Maximum vacuum level: – 187 mmHg / – 25 kPa- 0,25 bar (± 5 %)  
Solids/liquids penetration protection class: IP21 
Classification  
according to CEI EN60601-1 

Insulation class I  
Device with type B applied part. 
Device not suitable for use in the presence of 
anesthetic mixture with air, oxygen or nitrous 
oxide. 

Classification  
according to UNI EN ISO 10079-1 

Device for MEDIUM VACUUM and LOW FLOW 

Classification  
according to 2017/745 MDR 

Class ll a 

 


